
BUILDING 2049

Bu~d;~ 2049 (formea-ly 310) is a masonry shop building construed in 1934 as 
stable.. It is a shorter version of 2045, with a hay loft and saddle room at the east
side.. Many of the- orlgh.1 doors r~,,,,,~,i,,, 1:~ ~ ;,,~ediate l~nt protection.
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BUILDING 2049

CONDITION SURVEY

SHOP

1. Original doors are weathered, paint is loose, paint coat is very thin and fasteners are rusting.

2. Paint is loose at wood gable end trlm~

3, Masonry at corner has been damaged.

4. Birds are entering at broken ~ at gable end.

5. Protrum~ timber at east side is

6. Rusty abandoned conduit is staining building.

7. Metal door j~mbs are

8. Some mortar is missing at west end.

9. T 1-11 panels and aluminnm windows are not in e~haeacter with buildlng.
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BUILDING 2049

MAINTENANCE AND REPAIR NOTES

SHOP BUILD~G

1.

.

*

4.

.

6.

.

8.

WEATHERED DOORS

a. Scrape and sand to remove loose paint. Sand smooth.
b. Caulk all crac~ Remove rusting inh’ll panel
e. Prime and paint.

LOOSE PAINT

Scrape and sand to remove loose painL
b. Prime and paint

DAMAGED MASONRY
a. Replace ~m~god brick with brick to match e3d~ing
b. Use matching mortar color.

BIRDS
a. Replaced broken brick with whole ~m~t
b. Use mate hing mortar color.

Clean bird droppings from building face.

RoTrING TIMBER
a. Remove all paint.
b. F’dlvoids with epoxy based filler.
c. Sand end and sides smooth.

P~’~ae and p~;nt.

RUSTING CONDUIT

Remove a~-rloned conduit from face of bu/Jd~
b. Clean rust s~a;-~ from masonry.
c. F’dl holes with tinted mortar.

RUSTING DOOR JAMBS
a. Remove all rust.
b. Prime imm~Iiatcty with rust ;nh;bi~e primer.
c. PahaL

MISSING MORTAR
a. Remove all soft mortar.
b. Repointwith mortar to match e~4~;~ color.

T 1-11 PANELS

a. As budget permits, replace with horizontal sid;~ characteristics of the period.
b. Since plywood s~ing may not last as long as horizontal siding, it’s eventual replacement

must be budgcteal for.


